3mm Flat Cool White & Red LED

OSWRP23962B

sFeatures

+ High Luminous LEDs

aOutline Dimension

_3.0
* 3mm Flat Standard Directivity I 30
* Long Lifetime Operation
5 %
* Superior Weather-resistance © =
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UV Resistant Epoxy/ White Diffused Type ! — | In _
* Bi-Color AC LED ‘ f White
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« Other Lighting 254 Unit:mm
1 2 Tolerance;10.30mm
sAbsolute Maximum Rating (Ta=257C) sDirectivity
Value . 0
Item Symbol Unit k) P
RED White -
DC Forward Current Ir 30 30 mA ‘
Pulse Forward Current* Irp 100 100 mA % y
Reverse Voltage Vr 5 5 \4
Power Dissipation Pp 78 108 mwW o0 ‘ SN L 4
Sl 0.5 0
Operating Temperature Topr 230 ~ +85 C
Storage Temperature Tstg 40~ +100 T
Lead Soldering Temperature Tsol 2607C /5sec -
*Pulse width Max.10ms Duty ratio max 1/10
sElectrical -Optical Characteristics (Ta=25C)
Item NO. | Symbol | Condition | Min. | Typ. | Max. | Unit
DC Forward RED VE2 Ir2=20mA 1.8 2.1 2.6 \%
Voltage White Vri Ip=20mA 29 3.1 3.6 \%
Domi. RED o2 I=20mA 620 625 630 nm
Wavelength™ | ypie | cOT | In=20mA 10000K -
Luminous RED Iva Ir2=20mA 750 1120 - med
Intensity* White Ivi IF=20mA 1120 1560 - med
50% Power RED 2612 I2=20mA - 60 - deg
Angle White 20112 Ir1=20mA - 60 - deg

*Tolerance of dominant chromaticity is +10%
*2 Tolerance of luminous intensity is +15%
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